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Getting Started

Introduction

ZTEUnite™ Ilisa4 G L Tnidte hotspot deviceising a4G LTEE network The client devicesan
connect toZTE Unite™ 1l via Wi-Fi. The device supports data servicesabling you to communicate
anytime and anywhere.

Outline and Parts

The following figure shows the appearance of the devide only for your reference. The actual device
may be different.

2 34 56

1.PowerButton Press and dld thePower button to switch on/off the device
2.Charger/USB port Chargeyour device.
3.0K Key Enter or select an item.
4.l eft Key Check the orscreen menu from right to left.
5.Right Key Check the orscreen menu from left to right.
6.Back Key Go back to the previous screen.
7.LCD Screen It indicatesthesignal typesignal strengthbattery Wi-Fi, etc
8.microSCHC cardslot It is where you insethe microSCHC card
Indicators

When the device igpoweredon, the following icons will appear on tHeCD screen,with the
corresponding indicatotssted in the table below

Confidential and Proprietary Information of ZTE CORPORATION 1
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Icon Indication Icon I ndication
i Networksignal strength. (R ] Roaming networkndication.
da Network type 1X/3G/4G LTEE icons + The devicas connected to the
LIE . .
will appear on thé.CD screen according Internet.

to the connected network.

(V! Connected to the Internet manually. 5 There are aw messageor unread
messages
= Wi-Fi Status and number of the conmeett & Themessage inbox is full.
users.
] Battery is low. ﬂ Show and check the device
f— information.
— Battery power indication. @ Show and check the data
connection information.
2] The battery is full. o Show and check thelients
~— connected to your device.

@ Set the WPSunction. Set your device.

Inserting the SIM Card and Battery
1. Removethe back cover

2. Insertthe SIM card intothe SIM cardslot

3. Insert the battery as shown with the contacts located againstetadsprings and press the battery
down into the case.
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LTE

4. Closethe back cover.

Inserting the microSDHC Card
NOTE:

Micro-
Y
MicroSDHClogo is a trademark o8D-3C, LLC.

MicroSDHC card is sold separately.

1. Pull the microSIC cardcover out of the card slot.
NOTE:

Do notremove with excessive force.

2. Insert the microSHC cardinto the microSIPIC cardslaot, as showrbelow. Youwill hear aclick when
the microSIHC card locks in place.

-
Srnmm="

3. Closethe microSIHC cardcover.

Powering On/Off Your Device

Pressand holdthe Power buttonto switch oroff the device.

Confidential and Proprietary Information of ZTE CORPORATION
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NOTE:
The device is powered on when €D screerights up.

Sleep Mode

When using battergupplyand no users are connected, the device will enter sleep mode after a
specifiedtime.In thesleep mode, the \AKi function will bedisabled Presgshe Power button to
wakeup the deviceand enable the \Aki function and thd.CD screen will be turned on

NOTE:

Only the WiFi function will be disabled when the device is connected via USB and no user is
connectedPress thePower button to enable the \Aki function

Charging Your Device

You can charge your device by usiing USB cable or adapter.

Use the USB cable to connect your device and PC directly.

5

NOTE:
Do not use excessive force to insert the plug.

Internet Access

You can connect up to 1Wi-Fi enabled devices at one time including computers, tablets, smartphones
and maoe.
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Configuring Your PC

Follow the steps for Windows XP to configure the Wireless Internet Protocol for your
connection.

NOTE:

Wireless Network Connection is used for-Wiconnection.

1. Rightclick My Network Placesand then sele®roperties.

Open
Explore
Search for Camputers, .,

Map Metwork Drive. .
Disconnect Metwork Drive. ..

Create Shortcut
Delete
Renarne

Properties

2. Rightclick the Wireless Network Connection and then sele@roperties.

ol irEless Nebwork Conneckion
Disable
(-

Yiew Available Wireless Networks

Repair
Bridge Connections

Create Shortcut

Renarme

Properties

3. Selectinternet Protocol (TCP/IP), and then cliclProperties.

Confidential and Proprietary Information of ZTE CORPORATION 5
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-4 Wireless MNetwork Connection Properties

Gereral |Wireless Mebworks | Advanced

Connect uzing:
‘@ Atheros ARGOOTUG Wireless Metworl ‘

Thiz connection uzes the following tems:

SQDS Packet Scheduler A

v
< | =
Description

Tranzmigsion Control Protocol/nternet Protocol. The default
wide area network protocol that provides communication
acrozz diverse interconnected networks.

Show icon in notification area when connected
Maotify me when this connection has limited or no connectivity

[ oK ][ Cancel ]

4. Selectthesetwo items, and then clicRK to finish the configuration.

Internet Protocol (TCP/IP) Properties

General | Alternate Configuration

“ou can get IP settings assigned automatically if your network supports
thiz capability. Otherwize, you need to ask your network. administrator for
the appropriate [P settings.

|@ Obtain an IP address automatically |

() Use the following IP address:

|® Obtain M5 server address aulumalicallyl
(O Use the follawing DNS server addiesses:

[
]

Connecting to Your Device
1. Power oryour devicelt will take 12 minutes tgoower up
2. Use youtWi-Fi application orthe clientto searchfor available wireless netwosk

6 Confidential and Proprietary Information of ZTE CORPORATION
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Wireless Metwork Conneckion

Disable

L ¥iew Available Wireless Networks

Skatus
Repair

Bridge Connections

Create Shortout
Delete
F.enare

Properties

3. Select the SSID of your device, and then cimnnect

1" Wireless Network Connection

Network TS Choose a wireless network

ﬁ Refresh network list Click an item in the list below to connect to a wireless network in range or to get more
information.

<2 Set up a wireless network
for a home or small office

((®)) uscc-MF96U-2200
!

a Security-enabled wireless network (WPA2) BUpLL

To connect to this network, click Connect. You might need to enter additional

Related Tasks % :
information.

Jd) Learn about wireless
networking

Change the order of
preferred networks

¥ Change advanced
settings

NOTE:
Pleasecheck the label on your device to get tlefaultSSID.

4. Input the password, and then cliCbnnect

Wireless Metwork Connection

The network 'USC C-MFIGU-2200' requires a netvwork key (also called & WEP key or key aor
WP key]). & network key helps prevent unknosym intruders from connecting to this
network.

Type the key, and then click Connect,

Metwark ke || |

Confirm network key: | |

L Conneck ] I_ Canicel ]

NOTE:
You may need to inpuhe passwordor Wi-Fi connection. Please check the label on your device
to get thedefaultpassword

5.  Your client will connect tahe Unite Il

Confidential and Proprietary Information of ZTE CORPORATION 7
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% Wireless Network Connection [z|

Nebwork Tasks Choose a wireless network

ﬂ Refresh network lisk Click an item in the list below o connect ko a wireless network in range or to get more
information.

3 '
< Set up a wireless network.
for a home or small office

{( ° }) USCC-MFI6U-2200 Connected ¢

| &

Related Tasks disconnect From this nel

i) Learn about wireless
nekworking

Change the order of
preferred networks

e Change advanced
settings

Disconnect

Accessing the Internet

1. Switch on thedevice
2. Connect the client to your device.
3. After the clientis connected to your device successfullyy yan accesthe Internet.

Disconnecting from the Internet
Log into the Web User InterfaceConfigurationpage click the Disconnectbutton at theHome
page.

NOTE:
Poweing off the device can also terminates Internetconnection.

Navigating the Device

Press and hold theower buttonto turn on theZTE Unite™ Il. The screen lights up to indicate
the device has turned on and the following icons will appear after initialization.

?g.ﬂ” **/’:?\ﬂjm@

U.S. Cellular

Device Info
2 O 0O O O

Resetting Your ZTE Unite™ II
Simply press and hold tiResetbuttonon right side of the device bottom surfdoe3 seconds to restore
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your ZTE Unite™ Il to the factory default settingas shown below. |

Device Info

Selectthedevice Infoicon == and press th®K Key to checkthe WAN information. Use theeft and
Right keyto viewthe followinginformation

Network Name (SSID):Displays the default SSID.

Wi-Fi Password:Displays the default Wi password.

Web portal Login: Displays the login URL of the welser interface

Admin Password: Displays thedefaultlogin password of the welser interface
Mobile Number: Displays your mobil@umber

MEID (H) / IMEI (D): Displays the MEID (H) / IMEI (D).

Firmware Version: Displays the firmware version.

Hardware Version: Displays the hardware version.

Connection Info

Selectthe connection info icon® and press th@®K Key to checkthe connection information.

Connected Device

"

N . . .
Selectthe connected device icon™ and press th©K Key to checkthe information of the devices
connected to youdevice.

Settings

(@)
Selectsettings icon and press th©K Key to checkthe settings.Use theLeft and Right key to
scroll to the desired menu.

Wi-Fi Settings Enable or disabl&Vi-Fi function.
Network Select: Select the network type.
Software Update: Update the software.

Sound Alert: Turn on or off the sound aleft.is on by default, so you will hear an alert when there
one or moraleviceconnected to youlg TE Unite™ 1.

Screen Timeout: Set time for screen timeout.
Dial *228: Active your SIM cardnanuallyin 1X network

Confidential and Proprietary Information of ZTE CORPORATION 9
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Messages SettingSurnon or off theReceive Messages during power up

NOTE: By disabling the Text Message feature you will not receive any incoming messages when the
device powers up in a 4G T E Retwork. You will still receive Text Messages in 3G networks. To
receive messages when the device powers on please enable the Text Messages feature.

WPS

Web User Interface Configuration

Selectthe WPS icon and press th®K Key to launchthe WiFi Protection Setup

Accessing the Configuration Page

1. Make surdhere is a connection between your device and the client.

2. Launch the Interndirowserand aterhttp://192.1681.1 or http://uscc.hotspan the address
bar.

NOTE:

It is recommendedhat you usdE (7.0 or later),Firefox (15.0 or later),Opera(10.0 or later) Safari(4.0

or later),GoogleChrome(10.0 or later)

3. Thelogin pageappearss follows The following figure isonly for your reference.

?'. US.Cellular

Password

Login
OntheWebUser InterfaceConfigurationpage input the passwordglease seledevice Infoon the LCD

screen to get the default passwof@lick Login to log in the device.
TheWeb User mterface is divided intthreeparts.
1 Index: Showsthe confguration list for your device

1 Content: Shows the detaibd configuration.

10 Confidential and Proprietary Information of ZTE CORPORATION
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1 System Information: Shows the system status and different kinds o$.tip

Battery indicator | {lll: Shows the battery levet stages from nond1 to highfiil.

Signal strength | T..sil: Showsthe network signal intensity, 5 stages from no 1 to strong =il

&n : Connectd tothelnternet.

Internetstatus

@(: Disconneatd fromthelnternet.
Wi-Fi strength % - Wi-Fi status and number of thennected user§he maximum numbés 10
Settings

ADo not modify any settings unless instructed by your service provider.

APlease disconnect the device from the network befwaagng the settings.

Quick Settings
1. Inthe main interface clicBettings> Quick Settings.

2. Read the guide carefully, and then clidxt.
Quick Settings
1.Quick Setup J2 N3N TS 4

The wizard will show you how to set up hotspot safely: Click "Next" to continue, click "Previous” & "MNext" to

navigate, and click "Apply" to save settings.

Set basic parameters in this wizard. For advanced parameters, set them in other menu.

3.  SetPPP Profile Configuration in the following figureand then clickNext.

Confidential and Proprietary Information of ZTE CORPORATION 11
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Quick Settings

> 2.PPP Profile Configuration

Previous

APN Settings

APN Settings ¢ Auto & Manual

Profile
Profile Name usceinternet
IPvd APN * | usceinternet
IPve APN * | usccinternet

4.  Set PPP Authentication in the following figure and then chiekt.

Quick Settings

22" ) 3.PPP Authentication

Previous

PPP Authentication

IPvd Authentication

IPvE Authentication

IPv4 User Name
IPv4 Password
IPvE User Name

|PvE Password

5. SetSSID Configuration in the following figureand then clickNext.

12 Confidential and Proprietary Information of ZTE CORPORATION
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Quick Settings

2" »'3 ) 4.55ID Configuration

Previous

SSID

Metwork Mame(SSID) * | USCC-MF96U-2200

Broadcast Metwork Mame (SSID}) & Enable O Disable

Service Set Identifier (SSID) is used to uniquely identify your WLAN. If you en&t&dcast
Network Name (SSID) the gateway will broadcast the SSID, and other deviaa detect and connect
toit.

6. SetSecurity Configuration in the following figureand then clickNext.

Quick Settings

1 22 "3 4 ) 5.Security Configuration

Frevious

Security Mode

Security Mode WPAZAES)-PSK b

Wi-Fi Password * ssssssss Display Password

Encryption will keep your traffic from being unauthorized monitored and accessed, select one
enayption mode from the list, and then set key and/or algorithm for it.

7. Show theconfiguration in the following figure:

Confidential and Proprietary Information of ZTE CORPORATION 13
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Quick Settings

Previous

APN Settings  Manual
Profile Name  usccinternet
[Pvd APN  usccinternet
IPvb APN usccinternet
IPvd User Mame
IPvE User Mame
IPv4 Authentication  NONE
IPvG Authentication ~ NONE
Network Name(SSID)  USCC-MF96U-2200
Broadcast Network Wame (SSID)  Enable

Security Mode  WPAZ2(AES)-PSK

Make sure that all the parameters shown in the figure are correct, and thekppligk

Network Settings
Dial-up Settings

Select Settings > Network Settings > Dial-up Settings The Dial-up Settings page is shown in the
following figure.You canset the WAN connection mode hefdedefaultmode is Automatic.

Dial-up Settings

WAN Connection Mode & Automatic

Check here, you can connect to internet in the roaming status.

O Manual

Network Selecton

SelectSettings >Network Settings> Network Selecton. The Network Selectionpageis shown in the
following figure.

14 Confidential and Proprietary Information of ZTE CORPORATION
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Network Selection

Metwork Selection LTE/CDMA, [

3G Auto m

ALTE/CDMA : Deviceconnects ta. TE/CDMA network

A3G Auto: Deviceconnectdo 3G network
Click Apply to confirm your configuration.

NOTE:

To change the current settings, plediseonnect from the network first.
APN Setting

SelectSettings >Network Settings > APN Setting The APN parameters are shown in fhowing

figure.

APN

Current APN  usccintemnet
Mode r Auto & Manual
Profile usccinternet bt
POP Type
Profile Name *
IPvd APN *
IPv4 DNS Mode & Auto ¢ Manual
IPv4 Authentication
IPv4 User Name
IPv4 Password
IPv6 APN *
|Pve DNS Mode & Auto « Manual
IPvE Authentication
IPvE User Mame

IPvG Password

Set as default

AClick Setasdefault to setcurrentprofile as the default profile.
Confidential and Proprietary Information of ZTE CORPORATION 15
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AClick Add Newto access the following figure:

APN

Profile Mame

Current APM usccinternet

Mode " Auto & Manual

Profile w

PDOP Type [Py w

[Pvd APM *

IPvd DMNS Mode & Auto O Manual

IPvd Authentication NOME v

IPvd User Mame

|Pv4 Password

Enter therelatedparameters (please see following takded therclick Apply to addanew profile.

Parameter

Function

Mode

If a fixed APN is provided by your service provider, select Manual A
Otherwise, pleaseselect Auto APN, and the device will automatically obt

parameters

Profile Selection

Choose one profile from the list.

PDP Type

Choose a PDP type from the drdpwn list,IPv4/ IPv6/ IPv4&IPVG.

Profile Name

Type the profile name.

APN Type the APNstring.
DNS Mode Set DNS mode.
Authentication Password Authentication Protocol (PAP) provides a simple method wi

encryption for the peer to establish its identity using -wa$ handshake
ChallengeHandshake Authentication Protocol (CHAP) is usedpgviodically
verify the identity of the peer using axgy handshake.
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User Name User name is used to obtain authentication from the ISP when the connec
established ‘

Password Password is used to obtain authentication from the ISP when the donnieg
established.

Wi-Fi Settings

Basic

SelectSettings >Wi-Fi Settings > BasicSettings the wireless network basic parameters are shown in
the following figure:

Basic Settings

Multi 5510 Switch 1 Enable & Disable

SSID 1

Metwork Name (SSID) * | USCC-MF96U-2200
Broadcast Metwork Mame (SSID) ¢ Enable (& Disable
AP Isolation 1 Enable & Disable
Security Mode WPAZ(AES)-PSK A
Wi-Fi Password * | L oeeeesse
Display Password
LTE Max Station Mumber 10 w

CDMA Max Station Mumber g “

¢ Multi SSID Switch: Enable or disable this functiomwo SSIDs can be used at the same time.

1 Network Name SSID): Service Setdentifier (SSID). Enter a string less than 32 characters as the

name for your wireless local areatwork (NVLAN).

1 Broadcast Network Name SSID). Disable orEnable Default) thisfunction. If Enable is selected,
the device broadcasts the SSID, and other devices can search and connect to it. When you select
Disable, other devicesannotsee theSSID. If you want someone to connect, you niegell them the

SSID, and let them setupanually.

Confidential and Proprietary Information of ZTE CORPORATION 17
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7 AP Isolation: Enable or disable this functiotf Enableis selected, the wireless devices connected to

your device will be unable to communicate with each other.

1 Security Mode The security modes are described below:

Mode Description
OPEN You can authenticate successfully with a SSID, whether it is valid or em
WPA2(AES)PSK It is the securer version 8WPA with implementation of the 802.11i standa

WPA-PSK/WPA2PSK | Apply both the WPAPSK and WPAZPSK scheme

Wi-Fi Password Enter the password manually

LTE Max Station Number: Choose the maximum number oéthktations which connect

to the 4GLTEE networksimultaneously.

CDMA Max Station Number: Choose the maximum number oéthktations which

connecto the CDMA networksimultaneously.

Click Apply to confirm your configuration.

Advanced Settings

SelectSettings >Wi-Fi Settings >Advanced Settings the parameters are shown in the following figure:

Advanced Settings

Band Selection
Metwork Mode
Channel Bandwidth 0MHz w

Country/Region Code UNITED STATES hd

Frequency (Channel) Auto w

Band Selection:Select a band from the dralown list.

Network Mode: If all of the wireless devices connect with this device in the same transmission

mode the performance will be improvedhen you choosthe appropriate wireless mode.

Channel Bandwidth: Select a channéandwidthfrom the dropdown list.

Country/Region Code Select the right country code. When using the device internationally,

please change the country/region code.
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1 Frequency (Channel) Selectthe appropriate channel to optimize the performance and coverage
of your wireless network.

Black List

Select Setting > Wi-Fi Settings > Black List the Black List configurationsi shown in the following
figure:

Black List

Black List Switch 7 Enable & Disable

If you selectEnable, theblack list pagewill appear

Black List

Black List Switch &1 Enable  Disable

No. Host Name MAC Address
1 Unknown 18:9E:FC:56:3E:BF Delete

Device Information

No. Host Name MAC Address
1 FTE-20130523F%B B&:A3:86:8E:94:39 W

All the clients connected to your device are shown irlxéeice Information area.Click Block behind
the device you want to block and then it will be added to the black list.

Click Deleteto delete the device from the black list.

WPS

You canenableWi-Fi Protected Setup (WPS) by PIN (PIN Code) or PBC (fugton) mode on this
page.If your client device supports WPS, th@&eo need to enter password manually when WPS is
available.

SelectSettings >Wi-Fi Settings > WPS the WPS configuration is etvn in the following figure:
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WPS
SSID USCC-MFI6U-2200 »
WPS * & PIN
O PBC
1 SSID: Selectthewireless network namiatyou want to connect to.
1 PIN' Enter tle PINthat is generated by wireless access client.
1 PBC

1. Select the®BC mode in theclient WPS Ul;
2.  SelectPBC mode in the WPS page of theviceand submit;

3.  Selectthe WPS icoM on the device screen and press@ieKey to active your devias
WPS.

4. Pleasepress theriext" button on the Client WPS Ul. After a few seconds the client can
access the WLAN, and the result will be shown inGhient WPS UI.

Device Settings
Account Management

Select Settings > Device Settings> Account Management and the administrator settings

information is shown in the following figure:

Account Management

Current Password *
Mew Password *

Confirm Mew Password *

You can change t he ad wpplytosanfirmayouocordiguratpm s swor d. Cl i

Reset

SelectSettings >Device Settings> Reset, click Rest to set all the settings to their factory default values,

andthenthe device will restart automatically.
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Reset Factory Settings

Reset Factory Settings

Restart

SelectSettings >Device Settings> Restart. Click Restart to restart the device.

Restart

Restart Device

Restart

Power Save

SelectSettings> Device Settings> Power Save You can set WFi performance and \AKi sleep to save

power.

Wi-Fi Performancesettings

Wi-Fi Performance Settings

Wi-Fi Performance (& Short Wi-Fi Range - Best battery life
 Medium Wi-Fi Range

& Long Wi-Fi Range

a Short Wi -Fi Range Increasesbattery life.
a Medium Wi-Fi Range Intermediatedatterylife and WiFi range.
a Long Wi-Fi Range Extends coverage of mobile hotspot, which will decréeageerylife.

Wi-Fi Sleep Settings

Wi-Fi Sleep Settings

Sleep Time 30 Minutes hd

Sleep Time Select a time from the dregown list. When theré no W-Fi connection in the

specifiedtime, Wi-Fi will be unavailableand the system will turn to sleep mode for pegaving.
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Firewall
You may setup firewall rules to protect your network from virus, worm and malicious activity on the

Internet.

NOTE:

You can set the maximum 10 filtering items KAC/IP/Port Filtering andPort Forwarding .
Port Filtering

SelectSettings >Firewall > Port Filtering . The MAC/IP/Port Filtering is shown in the following figure:

Port Filtering

MAC/AP/Port Filtering > Enable & Disable

If you selectEnable, the filter settingsvill appearas shown below
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Port Filtering

MAC/IP/Port Filtering &y Enable  Disable

Default Policy & Accepted O Dropped

W
MAC/IP/Port Filtering Settings

IP Settings @ 1Pl ) IPvE
MAC Address (e.g., 00:1E:90:FF:FF:FF)
Source |P Address
Dest. IP Address
Protocol MOME 4
Action O Accept & Drop

Comment *

W
Current MAC/IP/Port filtering rules in system

MAC Address IP Type Source IP Address Dest. IP Address Protocol Source Poi
¢ ¥
1 Default Policy: Set how to handle the packet if none of the rules match.

q IP Settings: Select IPv4 or IPv6.
q MAC Address Set the MAC address that will be filtered.
q Source IP Address Set the source IP address that wilfiliered.
q Desination IP Address Set the destination IP address that will be filtered.
q Protocol: Set which protocol will be used for filtering.
1 Action: Set how to handle the packet if it matches with the rule.
1 Comment Type comment for the filter settings.
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